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SITE PLAN KEY NOTES

SC:18"=1'-0"ACCESSIBLE STALL/ ENTRY PLAN

(REQ. @ RAMPS STEEPER THAN 1:20)
EXTERIOR RAMP HANDRAIL/GUIDE RAIL

MIN.

NOTE 3

MIN.

SEE

72" 72" 

THE CROSS SLOPE OFTHE CROSS SLOPE OF

BOTTOM LEVEL PLATFORM

PLATFORM
INTERMEDIATE LEVEL 

TOP PLATFORM

BE NO GREATER THAN 1 50.
RAMP SURFACES SHALL

BOTTOM LEVEL PLATFORM

PLATFORM
INTERMEDIATE LEVEL 

TOP PLATFORM

BE NO GREATER THAN 1 50.
RAMP SURFACES SHALL

NOTE 

STRAIGHT RAMP RUN

NOTE 

NOTE 
SEE
NOTE 
SEE

2

60" 60" 
MIN.MIN.

2

SEE

2

SEE NOTE NOTE 
11

MIN.
60" 
MIN.
60" 

SEESEE

GUIDE RAIL GUIDE CURB

2"
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O
 4

"

2"
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O
 4

"

RAMPS

NOTES:
1. WHEN DOOR SWINGS ONTO LANDING - 42" MIN. PLUS  LANDING: 42" MIN. PLUS  DOOR WIDTH.

WHEN NO DOOR SWINGS ONTO LANDING: 60" MIN
2. 1:12 MAX. SLOPE, 30" MAX. RISE (BETWEEN INTERMED. LANDINGS). 30" MAX. HORIZ. PROJECTION.
3. 48" MIN. AT PRIMARY ENTRANCE. 44" MIN. AT ENTRANCE. 44" MIN. AT INTERIOR and ALL OTHERS.

(REQ. @ RAMPS STEEPER THAN 1:20)
INTERIOR RAMP HANDRAIL/GUIDE RAIL

OPEN SIDES OF STAIRWAY and RAMP LANDINGS WHICH ARE
MORE THAN 30" ABV. GRADE OR FLOOR BELOW SHALL BE
PROTECTED BY  A GUARDRAIL NOT LESS  THAN 42" IN HEIGHT
AND  SHALL HAVE INTERMEDIATE RAILS OR AN ORNAMENTAL
PATTERN SUCH THAT A SPHERE 4" IN DIA. CANNOT PASS
THROUGH.

12"

34
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6"

12"

34
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6"

42
"

34
"-3

6"42
"

PARTITION and OR PONY WALL

HANDRAIL

34
"-3

6"

12"12"

CURB RAMP

TRUNCATED DOMES

36"

36
"

EMBLEM MUST BE LOCATED IN STALL SO THAT IT IS  VISIBLE BY A
TRAFFIC ENFORCEMENT OFFICER WHEN A VEHICLE IS PROPERLY
PARKED IN THE SPACE.  (CENTERED AT ENTRANCE TO STALL IS
RECOMMENDED) EMBLEM SHALL BE WHITE ON A BLUE BACKGROUND

ACCESSIBLE STALL SIGNAGE
ACCESSIBLE STALL SYMBOL

TW = TREAD WIDTH

TREAD ON INTERIOR STAIRS; ALL
TREAD ON EXTERIOR TREADS

WARNING STRIPS FOR TOP & BOTTOM

STAIRS

STAIR DETAILS

34
"-3

6" 12"

34
"-3

8"

TW 12"34
"-3

8"

TW

2"MIN
WIDTH

1" MAX FROM EDGE
OF TREAD

11
4"-11

2" 11
2"

PROVIDE SECOND SET OF HANDRAILS AT
24" WHEN CHILDREN ARE PRIMARY USERS

WALL

HANDRAIL DETAIL

1

1    ROLLING SECURITY GATE

2 ACCESSIBLE VAN STALL

3   LOADING ZONE

4 SIGNAGE

5 CONC. WHEEL STOP

6 CURB RAMP

7 WARNING GROOVES

8 TRUNCATED DOMES

9 STANDARD STALL

10 RAMP

11 11
2" STEEL RAILS

12 CONC. STEP W/ WARNING GROOVES

13 8'-0" CHAIN LINK SECURITY FENCE

14 PLANTER

15 CONC. WALKWAY

16 RETENTION TANK

17 STEEL BOLLARD

18 TRASH ENCLOSURE

19 MONUMENT

20 GREEN HOUSE

21 RETAINING WALL

22 CONCRETE PAD

23 ACCESS ROAD

24 TRANSFORMER

25 CONCRETE CURB

26 15'-0" TALL LIGHT STANDARD W/ CONCRETE BASE

27 ESPALIER

28 (E) FIRE HYDRANT

29 ASPHALT PARKING LOT

30 BUILDING

31 SPRINKLER RISER

32 DOUBLE DETECTOR CHECK

34 EDISON VAULT

35 EDISON FEEDER LINE

36 TRENCH GUTTER

37 4000 AMP, 480V, 3Ø, 3PH SWITCHGEAR

38 DOUBLE DETECTOR CHECK VALVE

39 SITE ARTWORK: BUCKING STALLION

40 40" TALL WROUGHT IRON FENCE

8.33% MAX.

10% MAX.

10

12"

X

NOTE: IF X IS LESS THAN 48" THEN THE SLOPE OF  FANNED
        OR FLARED SIDE MAY NOT EXCEED 1:12 (8.33%)

NOTE: CROSS SLOPE OF LANDING AREA
SHALL NOT EXCEED 2% IN ANY DIRECTION.

ON THE LEVEL SURFACE AT
THE TOP OF THE RAMP.

GROOVED BORDER MUST BE

2.0% MAX.

48"MIN.
VARIES

4'-0" MIN
CURB CUT

12" WIDE BAND 1/4"X1/4" GROOVES @3/4" O/C

1

NOTE: TRUNCATED DOME DECTABLE WARNING SURFACE
IS REQUIRED ON SHADED PORTION OF THE RAMP

3'-0" 

ADULT USE RECREATIONAL
4,900 SF OF CANOPY

MEDICAL USE
4,243 SF OF CANOPY

MEDICAL USE
MAX, 22,000 SF OF CANOPY

RAMP

NOTE: GROOVED BORDER MUST BE ON THE LEVEL  SURFACE AT THE TOP OF  THE RAMP.

12"

3
4"1

4"

1 4" 0.18"-0.22" HT.

SECTION A-A

0.45"-0.47" @ TOP
0.9"-.092" AT BASE

A

2.3"-2.4" 
APART

NOTES:

NOTE: SURFACE SLOPES  OF ACCESSIBLE PARKING SPACES and ACCESS ISLES
SHALL NOT EXCEED 1 TO 50 IN ANY DIRECTION.

1. TRUNCATED DOMES PLACED IN SQUARE GRID PATTERN IN A DETECTABLE WARNING
SURFACE SHALL HAVE A CENTER TO CENTER SPACING OF 2.3" MIN - 2.4" MAX and A 
BASE-BASE SPACING OF 0.65" MEASURED BETWEEN THE MOST ADJACENT DOMES ON 
SQUARE GRID PER CBC 11B-705.1.1 and 11B-705.1.1

2. DETECTABLE WARNING SURFACES SHALL VISUALLY CONTRAST VISUALLY W/ ADJACEN
WALKING SURFACES EITHER LIGHT ON DARK OR DARK ON LIGHT, W/ COLOR AS AN
INTEGRAL PART W/ A LIGHT REFLECTANCE VALUE (LVR) CONTRAST OF 70% PER CA D
82-04. THE MATERIAL USED TO PROVIDE CONTRAST SHALL BE AN INTEGRAL PART OF T
SURFACE PER CBC 11B-705.1.1.2  WHERE THE DETECTABLE WARNING SURFACE DOES 
ADEQUATELY CONTRAST W/ THE ADJACENT SURFACES A 1" WIDE BLACK STRIP SHALL
SEPARATE YELLOW DETECTABLE WARNING FROM ADJACENT SURFACES.

3. DETECTABLE WARNING SURFACES SHALL DIFFER FROM ADJOINING SURFACES IN
RESILIENCY OR SOUND-ON-CANE CONTACT EXCEPT @ CURB RAMPS, ISLANDS OR CU
THROUGH MEDIANS PER CBC 11B-705.1.1.4

4. DETECTABLE WARNING PRODUCTS and DIRECTIONAL SURFACES SHALL BE YELLOW
CONFORMING TO FS 33538 OF FEDERAL STANDARD 595C, PER CBC11B-705.1.1.5.

5. DETECTABLE WARNINGS SHALL BE SLIP RESISTANT W/ A COEFFICIENT OF FRICTION OF 
OR MORE IF LOCATED @ A CROSSWALK PER CA DOT DIB 82-04
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TAPERED EDGES
WHERE EXPOSED.
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LETTERS

REFLECTIVE

WHITE

NOTE:

BLUE
BACKGROUND

FABRICATION

WITH OWNER
PHONE NUMBER
LOCATION AND

PRIOR TO

VERIFY

LINE A-N: 1" HIGH
HELVETICA MED.
UPPER CASE.
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RECLAIMED

UNAUTHORIZED VEHICLES
PARKED IN DESIGNATED
ACCESSIBLE SPACES NOT

DISPLAYING DISTINGUISHING
PLACARDS OR SPECIAL

LICENSE PLATES ISSUED FOR
PERSONS WITH DISABILITIES
WILL BE TOWED AWAY AT

OWNER'S EXPENSE. TOWED
VEHICLES MAY BE RECLAIMED

AT ____________  OR
BY TELEPHONING
(XXX)XXX-XXXX.
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